
 
 

 
 
 
 
 

 
Odyssey Battery Specifications 

Code PHCA CCA L W H Kg Terminal 

PC310 310 100 138 86 101 2.7 M4 Female 

PC535 535 200 171 100 158 5.4 M6 Stud 

PC545MJT 460 150 178 86 131.3 5.7 M6 Female 

PC625 530 200 171 100 175 6 M6 Stud 

PC680 520 170 185 79 169.4 7 M6 Female or SAE 

PC925MJT 900 330 169 179 148 11.8 M6 Female or SAE 

PC950 950 400 250 97 156 9 M6 Stud 

PC1100 1100 500 250 97 206 12.5 M6 Stud 

PC1200MJT 1200 540 200 170 172.7 17.4 M6 Female or SAE 

PC1220 1220 680 302 175 190 20.5 M6 Female or SAE 

PC1230 1230 760 241 178 202 20.6 TOP SAE / SIDE 3/8 Female 

PC1350 1350 770 377 175 190 27.4 DIN SAE 

PC1400/25 1400 850 241 174 221 22.7 SAE 

PC1400/35 1400 850 241 174 223 22.7 SAE 

PC1500 1500 850 276 172 199 22.4 SAE 

PC1700MJT 1550 810 331 169 176 27.6 M6 Female or SAE 

PC1750-65 1750 950 301 183 189 26.3 SAE 

PC1800 1800 1300 578 125 316 60 3/8 Stud 

PC2150MJT 2150 1150 331 173 239 35.3 3/8 Stud or SAE 

PC2250 2250 1225 286 269 233 39 Dual SAE & 3/8 Stud 
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